
R&S ES-SCAN Test Report ETC Unit 14

Electronic Test and Calibration
EMC Measurement Test Report
Device Under Test Energy Manager
Manufacturer Amelec Signal Conditioning
Operating Conditions Running
Operator Name MP
Test Specification EN55011 Class B
Filename D12569_30
Comment N

Scan Settings ( 1 Range )

Frequencies Receiver Settings
Start Stop Step Res BW M-Time Atten Preamp
150 kHz 30 MHz 5 kHz 9 kHz

(6dB)
20 ms Auto Off

Final Measurement

Detectors:  QP ,   AV   Meas Time:  1 s
Peaks: 8 Acc. Margin: 20 dB

Pre-measurement Graph
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Final Measurement Results

Trace Frequency Level Limit Delta Limit Delta Ref Comment
(MHz) ( dBμV) ( dBμV) (dB) (dB)

1 QP 0.17 54.32 64.96 -10.64
2 AV 0.175 43.28 54.72 -11.44
2 AV 0.455 31.25 46.78 -15.53
1 QP 0.465 41.93 56.60 -14.67
2 AV 0.545 31.11 46.00 -14.89
1 QP 0.575 41.58 56.00 -14.42
1 QP 0.66 37.80 56.00 -18.20
1 QP 0.76 35.25 56.00 -20.75
1 QP 0.94 30.98 56.00 -25.02
1 QP 1.415 23.17 56.00 -32.83
1 QP 1.79 26.96 56.00 -29.04
2 AV 16.0 32.60 50.00 -17.40

* = limit exceeded
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